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Rubber gaskets
Guarnizioni in gomma

Hexagonal locknuts, brass nickel plated
Dadi esagonali in ottone nichelato 

Articolo
Type

Filetto
Thread E B Conf. Pezzi

Packing pcs.

BM 2712 M 12 x 1,5 15 2,8 100/100
BM 2716 M 16 x 1,5 19 3 100/100
BM 2720 M 20 x 1,5 24 3,2 100/100
BM 2725 M 25 x 1,5 30 3,5 100/100
BM 2732 M 32 x 1,5 37 4 50/50
BM 2740 M 40 x 1,5 46 5 25/25
BM 2750 M 50 x 1,5 60 5,5 25/25
BM 2763 M 63 x 1,5 70 5,7 10/10

Articolo
Type

Filetto
Thread E B Conf. Pezzi

Packing pcs.

BM 2460 G 1/4” 15 2,8 100/100
BM 2461 G 3/8” 19 3,2 100/100
BM 2462 G 1/2” 24 3,75 100/100
BM 2463 G 5/8” 26 3,75 100/100
BM 2464 G 3/4” 30 4 100/100
BM 2465 G 1” 37 4,5 50/50
BM 2466 G 1” 1/8 42 5 50/50
BM 2467 G 1” 1/4 46 5 25/25
BM 2468 G 1” 1/2 54 5,5 20/20
BM 2469 G 2” 65 5,7 20/20
BM 24692 G 2” 1/2 80 7 5/5
BM 24693 G 3” 95 8 10/10

FILETTO CON PASSO METRICO • EN 60423 - METRIC THREAD • EN 60423

FILETTO CON PASSO GAS • ISO 228/1 - GAS THREAD • ISO 228/1

Articolo
Type

Filetto
Thread E B Conf. Pezzi

Packing pcs.

BM 2696 PG 7 15 2,8 100/100
BM 2697 PG 9 18 3 100/100
BM 2698 PG 11 21 3 100/100
BM 2699 PG 13,5 23 3 100/100
BM 2700 PG 16 26 3,25 100/100
BM 2701 PG 21 32 3,5 100/100
BM 2702 PG 29 42 4 100/100
BM 2703 PG 36 51 5 50/50 
BM 2704 PG 42 60 5 10/10
BM 2705 PG 48 65 5,5 10 /10

FILETTO CON PASSO “PG” • DIN 40430 - “PG” THREAD • DIN 40430

Materiale: Ottone nichelato
Temperatura d’esercizio: -40°C +100°C 

Material: Brass nickel plated
Working temperature: -40°C +100°C

Conf/Imballo pz
Pack/Carton pcs

Conf/Imballo pz
Pack/Carton pcs

Conf/Imballo pz
Pack/Carton pcs

114




