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Pinze aggraffatrici standard
Standard crimping tools

Articolo Descrizione Description
Type

BM 536 Per capicorda preisolati da 0,25 a 6 mm2. For insulated terminals 0.25 ÷ 6 mm2.
BM 522 Per capicorda non isolati in rame da 0,25 a 6 mm2. For uninsulated terminals 0.25 ÷ 6 mm2.
BM 530 Per capicorda aperti in ottone da 0,5 a 6 mm2. For brass open terminals 0.5 ÷ 6 mm2.

Sono interamente stampate in acciaio al carbonio temperato con trattamento
superficiale di brunitura. Manici isolati in materiale plastico.
Le pinze BM 536, BM 522 e BM 530 sono dotate di dispositivo tagliacavi, spelacavi
e trancia viti.

Crimping tools for copper end-sleeves terminals, made of alloyed carbon steel,
hardened. Handles insulated with plastic material.
Pliers BM 536, BM 522 e BM 530 are provided with wire cutters, strippers, and
veneer bolts.

Articolo Descrizione Description
Type

BM 540 Per terminali a bussola 0,25 a 2,5 mm2. For end-sleeves 0.25 ÷ 2.5 mm2.
BM 541 Per terminali a bussola 0,75 a 16 mm2. For end-sleeves 0.75 ÷ 16 mm2.

Articolo Descrizione Description
Type

BM 542 Per terminali a bussola 10 a 35 mm2. For end-sleeves 10 ÷ 35 mm2.
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